M-37 (STATE ROAD) PAVEMENT MARKINGS
CITY OF NEWAYGO
PILOT PROGRAM
NEWAYGO, MI 49337

ISSUED FOR: MDOT PERMIT
DATE: 3/2/2020
NOT FOR CONSTRUCTION

M-37 (STATE ROAD)

BEGIN PAVEMENT MARKING REMOVAL AT EXISTING CURB BULB-OUT

REMOVE CURB AND SIDEWALK. SEE ASPHALT PAVEMENT REMOVAL DETAIL BELOW

REMOVE EXISTING STOP BAR

PROTECT CROSSWALK STRIPES

REMOVE CENTER TURN LANE PAVEMENT MARKINGS

NOTE:
*AFTER COMPLETION OF PILOT PROGRAM, THE CONTRACTOR SHALL PLACE NEW PERMANENT PAVEMENT MARKINGS TO MATCH EXISTING CONDITIONS. PERMANENT PAVEMENT MARKINGS SHALL BE POLYUREA. CONTRACTOR SHALL FIELD VERIFY THE EXISTING CONDITIONS PRIOR TO PAVEMENT MARKING REMOVAL.

EX. CONCRETE
EX. BRICK
EX. BRICK

NOTE:
50 SQFT OF BRICK TO BE REMOVED. BRICK SHOULD BE SALVAGED TO BE USED IN RECONSTRUCTION.

EX. STORM SEWER
PROTECT EXISTING STREET LIGHT

13.5 FT 11.5 FT 24.0 FT
13.5 FT 11.5 FT 13.5 FT
13.75 FT 11.5 FT 25.25 FT

SAWCUT EXISTING CURB (TYP.)

EX. STORM SEWER

12.0 FT

42 SYD ASPHALT TO BE REMOVED

SAWCUT EXISTING PAVEMENT AT LANE/JOINT LINE

57 LFT OF CURB TO BE REMOVED

SAWCUT EXISTING CONCRETE TO FIRST JOINT

12 IN